[bookmark: _GoBack]V3.1.1 update
1. Increase the scale value
2. Change the 0 and 180 of the phase button display to normal and invert
3. The user part displays the HP LP module
4. Modify the KHZ of LP-Freq and HP-Freq to HZ
5. Add mute to the column, you can list Mute
6. Copy or paste group information and factory mode information
7. Change the group does not affect the factory settings, factory settings and group independence
8. Modify the minimum proportion of the user part Delay to 0.0208ms
9. Modify the delete device function
10. The factory set Delay step maximum is changed to 600.


V3.1.2 update
1. Delete LPF of USER part and MUTE of HPF
2. Delete the LPF of the Factory part and the Limit bar of the HPF and add the Limit light.
3. Lengthen the Factory's Delay display section to display the unit
4. Modify the factory copy function, can copy the Factory Mute

V3.1.3 update
1. When the device is removed and the number of remaining devices is 0, the entire column Mute button is restored to the hidden state.
2. Fix when the device is created after the connection is established, the Mute button is still restored to the normal state after the warning is popped up.

V3.1.4 update
1. After repairing the network, remove the device, and then disconnect the network, the device displays gray status

V3.1.5 update
1. USER part Delay step maximum value is changed to 15000, the maximum value is 312ms

V3.1.6 update
1. After the update is completed, the Factory part loads the local old LFac file. The Mute button always displays the Mute status.
2. NAME part of LP HP can be adjusted through keyboard input
3. When all the devices in the column have Mute, the column Mute button will display the Mute state.

V3.1.7 update
1. When the Mute button is pressed after the network is repaired, the Mute button display status of the extra gray device will also become the same as the column Mute button.
2. After repairing the connection, when there is a device in the column, but there is no device in the actual, the column Mute button will be grayed out, and the state will be restored when the connection is disconnected.

V3.1.8 update
1. Change all segment colors of the USER and FACTORY sections of the LPF and HPF VOL strips to green
2. Change the word "Sig" displayed in the USER section to "Sig/Clip"

V3.1.9 update
1. When the main interface double-clicks the device to enter the User part, check whether the current software version number is higher than the device version number. If the software version number is higher than the device version number, a pop-up form prompts the user to upgrade the device, and then normally opens the User part interface.



