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CAUTION

RISKOF ELECTRIC SHOCK
DO NOT OPEN

TO REDUCE THE RISK OF ELECTRIC SHOCK
PLEASE DO NOT REMOVE THE COVER OR
THE BACK PANEL OF THIS EQUIPMENT.
THERE ARE NO PARTS NEEDED BY USER
INSIDE THE EQUIPMENT. FOR SERVICE,
PLEASE CONTACT QUALIFIED SERVICE
CENTERS.

resence of un-insulated and dangerous voltages
within the product enclosure. These are voltages that
may be sufficient to constitute the nsk of electric
shock or death.

AThis symbol, wherever used, alerts you to

Q This symbol, wherever used, alerts you to the

important operating and maintenance instructions.

Please read.

@ Protective Ground Terminal

~ AC mains (Alternating Current)

¥ Hazardous Live Terminal
ON: Denotes the product is tumed on.
OFF: Denotes the product is tumed off.
CAUTION:
Describes precautions that should be observed to
prevent damage to the product.

1. Read this Manual carefully before operation.
2. Keep this Manual in a safe place.

3. Be aware of all wamings reported
with this symbol.

4. Keep this Equipment away from water and
moisture.

5. Clean it only with dry cloth. Do not use
solvent or other chemicals.

6. Do not damp or cover any cooling opening.
Install the equipment only in accordance with
the Manufacturer’s instructions.

7. Power Cords are designed for your safety. Do
not remove Ground connections! If the plug
does not fit your AC outlet, seek advice from
a qualified electrician. Protect the power
cord and plug from any physical stress to
avoid risk of electric shock. Do not place
heavy objects on the power cord. This could
cause electric shock or fire.

8. Unplug this equipment when unused for long
periods of time or before a storm.

9. Referall service from qualified service personnel
only. Do not perform any servicing instructions
other than those contained within the
User's Manual.

10. To prevent fire and damage to the product,
use only the recommended fuse type as
indicated in this manual. Do not short-circuit
the fuse holder. Before replacing the fuse,
make sure that the product is OFF and
disconnected from the AC outlet.

TOPP PRO
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IMPORTANT SAFETY INSTRUCTION

WARNING

To reduce the risk of electric shock
and fire, do not expose this equipment
to moisture or rain.

Dispose of this product should
not be placed in municipal waste
and should be separate collection.

11. Move this Equipment only with a car,
stand, tripod, or bracket,
specified by the
manufacturer, or
sold with the
Equipment. When
a cart Is used, use
caution when
moving the cart /
equipment
combination to
avoid possible
injury from tip-over.

— 17/ )

12. Permanent hearing loss may be caused by
exposure 1o \ extremely high noise levels.
The US. Government's Occupational Safety
and Health Administration (OSHA) has
specified the permissible exposure to noise
level.
These are shown in the following chart:

HOURS X DAY SPL EXAMPLE

8 90 Small gig

6 92 ftrain

4 95  Subway train

3 97 High level desktop monitors
2 100 Classic music concert

1,5 102

1 105

0,5 110

0,250rless 115 Rock concert

According to OSHA, an exposure to high SPL in
excess of these limits may result in the loss of
hearing. To avoid the potential damage of hearing,
it is recommended that Personnel exposed to
equipment capable of generating high SPL use
hearing protection while such equipment is

under operation.

The apparatus shall be connected to a mains
socket outlet with a protective grounding
connection.

The mains plug or an appliance coupler is used
as the disconnect device, the disconnect device
shall remain readily operable.
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Introduction

Thank you for choosing TOPP PRO. The new TOPP PRO MUSIC GEAR KS monitor series cabinets are designed
to provide a cost competitive and great solution while maintaining high quality construction and optimum
components.

The KS monitor series are designed with light weight, powered loudspeaker systems and new Class D
power amplifiers. KS 12CMA and KS 15CMA use 800Watt continuous Class D + AB power module. They
break the traditional loudspeaker paradigm. Each model is equipped with the identical 1.75" voice coill
Compression Driver, and with the woofer of high quality for unparalleled performance. Extensive DSP
rocessing can provide levels of sonic clarity.

Premium-grade materials, advanced construction processes, bracket angle adjustable and monitor function
are allowed for a wide range of live and stage monitor applications. Great care is placed in delivering products
with excellent performance, specifications, and dependable reliability. Every TOPP PRO audio products are
strictly tested and complied with strict standards. Please carefully read this manual before starting operation!

Thank you again for choosing TOPP PRO MUSIC GEAR KS MONITOR SERIES!

Features

KS12/15 CMA

e Attractive and professional appearance

o 2-Way Active Monitor with DSP

e 1"EXIT, 1.75" Voice Coil Compression Driver

e 800W Class D+AB BI-AMP

e Volume control/Power ON with green LED/Clip limiter with Red LED/Ground lift/Switch for Input Sens.
e DSP Presets: Vocal 1/ Flat/ Vocal 2

e Thermal/convection fan/overload/Digital Lim/compressor

e 110-120V~50/60Hz or 220-240V~50/60Hz switchable

e Plywood cabinet, resistant black paint, metal grille with foam, rubber feet
¢ One metal standard pole-mount/ Bracket for handle as well

Usefull Data

Please write your serial number here for future reference.

Serial Number:

Date of Purchase:

Purchased at:

TOPP PRO
MUSIC GEAR
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Control Elements

KS12CMA/15CMA
AMP INTERFACE

(2) (3) (4) (5) (6) (7)(8)(9) (10)

(11)
(12)

(1)
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(1) AC input voltage selector

(2) Input AC power socket with AC fuse
(3) Main power switch

(4) Vents for heat dissipation and ventilation
(5) Convection fan

(6) Link on XLR

(7) Mic/line in with combo

(8) Power LED

(9) Clip LED indicator

(10)Volume control

(11)Switch for input sens

(12)Dsp Presets:VOCAL1/FLAT/VOCAL2
(13)SHIELD

TOPP PRO
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Installation & Connection Diagram

Make your initial connections with all the equipment powered off, and ensure
that all the main volume conftrols are turned down completely.

1) Connect one side of the signal cable at your mixer into the Main Output Left / Right (with 1/4"
Jack or XLR) and the other side of the cable to the Line Input (COMBO) of your KS12CMA/15CMA
monitor speaker cabinet (with 1/4" Jack or XLR)

2) Connectthe power cord to mains.
3) Turn ON your mixer first, then the KS12CMA/15CMA cabinets.
4) Turn up the volume control of the KS12CMA/15CMA cabinets.

5) Use PFL function to get the properinput level for the mixer, and adjust the Main Mix Level control
to reach the desired output level.

6) Afterusage, turn off your active speaker cabinets first, then the mixer.

For KS12CMA/15CMA Monitors on the floor

LINE IN
LINE IN

MAIN OUT LEFT
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Installation & Connection Diagram

Make your initial connections with all the equipment powered off, and ensure

that all the main volume controls are turned down completely.

KS12CMA/KS15CMA

KS12CMA/KS15CMA

sighal cable

sighal cable
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Installation Diagram

(// ////m@

Monitor Angle Adjustable(20°, 25°,30°,35°,40°)

Floor uses

>

\

Angle 35° Angle 40

TOPP PRO
MUSILC GEAR




= E A L E =

Wire Connections

Either the 1/4" TRS phone jack or XLR connector can be wired in balanced and unbalanced modes,
which will be determined by the actual application status, please wire your system as the following
wiring examples:

For 1/4" Phone jack

— + — 4 — +
— ’J’ — N—
. - 4
Tip Ring TP Ring Tip
Sleeve Sleeve Sleeve
TS Type Unbalanced TRS Type Balanced TRS Type Unbalanced

For XLR connector

Pin2 (+) . Pin2 (+)
Pin3 () Pin3 (-)
(Linked to Pin1 manually, ,},)
Pin1 () Pin1 (;},)
XLR Type Unbalanced XLR Type Balanced

In-line Connection
For these applications the unit provides 1/4" TRS and XLR connectors to easily interface with most
professional audio devices. Follow the configuration examples below for your particular

connection.
e Balanced
e [ —— || — P Q— -
SLEEVE RING TIP Ring O+ Ring
TIP RING ELEEVE

Tip U ) 1
Ring J 2
Slesve L) 3

TIP RING SLEEVE

e Unbalanced

Tip
Ring
TIP RING SLEEVE Sleeve

TOPP PRO
MUSIC GEAR
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Frequency Response Diagrams

KS 12CMA
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